SET/ SET

SILLA MULTIPROPOSITO | MULTIPURPOSE CHAIR

Variaciones / VVariotions

.y -~
4 patas / 4 legs Trineo / Sled
*Colores negro y blanco / Colors: *Colores negro y cromado / Colors
black and whithe black and chrome

Colores carcasa / Chair shell colors legs:
Blanca/White

Gris/Grey

Azvl/Blue

Verde/Green

Coral/Coral

0 060 O

Opcional: Con tapizado / Optional: With upholstery
*Tapizados de linea / Line finishes

FECHA ACTUALIZACION FICHA TECNICA 07/10/2026 DAIE OF ECHNICAL DA ASHEE
UPDA E 0//10/2026 TODA LA INFORMACION CONTENIDA EN ESTA FICHA ESTA DISPUESTA A
CAMBIOS EN LA MATRIZ DE ACABADOS VY/O AJUSTES DEL PRODUCTO, V SU
DISPONIBILIDAD AL MOMENTO DEL PEDIDO / ALL INFORMATION CONIAINED | HIS

DA ASHEE IS

ADIUSIMEN S, AS

BJEC O CHANGCES IN HE FINISHES  MA RIX AND/OR  PRODUCI
NVELL AS | S AVAILABILITY AT HE IME OF ORDER

Caracteristicas / Specs

Asiento: Polipropileno reforzado con fibra de vidrio

Herraje: Pintura en polvo o cromado

Asiento: Pad en polipropileno, tapizado con textil sintético y espuma lominada
Base 4 patas: Estructura - Tuberia C.R

Base trineo: Estructura - Varilla en acero

Apilable 15 unidades

Capacidad de carga: 115 kg

Seat: Glass fiber-reinforced polypropylene

Fittings: Powder coating or chrome finish

Seat: Polypropylene pad, upholstered with synthetic textile and laminated foam
4-leg base: Structure - C.R steel tubing

Sled base: Structure - Steel rod

Stockable up to 15 chairs

Load capacity: 253,53 lbs

Dimensiones / Dimensions

4 patas [ 4 legs
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Producto desarrollado con criterios técnicos y de desempeno
basados en estGndares de BIFMA [ Product developed
according to technical and performance criteria based on
BIFMA standards.

Garantia / Warranty: 2 afios en estructura contra defectos de fabricacién, asiento plastico, textiles, superficie
laminada de alta presién (cuando aplique) y pintura (no aplica para desgaste normal), 1 afo en mecanismos
(cuando apliguen), 6 meses rodachinas y componentes o accesorios / 2 years on the structure against
manufocturing defects; plastic seats, textiles, high-pressure laminate (HPL) surfaces (when applicable), and
paint (normal wear is not covered); 1 year on mechanisms (when applicable); and 6 months on casters and
components or accessories.
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